
Bosch. Redefining 
reliable hot water

The Bosch External HydroPower models are available in 10, 13 & 16 litre per minute flow rates which makes them suitable 
for up to 2 bathrooms. These systems use power created by water flow to ignite the burner only when you turn on the tap. 
Manufactured using strict Bosch quality procedures, the HydroPower range offers reliable hot water supply and 5 star 
energy efficiency. With an improved ignition, this is an easy, cost-efficient replacement for customers while also offering 
greater reliability.

Among its features: With these additional benefits:
3	Ignites only when hot water is required 3	No standby power required
3	Continuous flow technology 3	No power point required
3	5 star energy efficiency 3	No standing pilot light
3	Natural and LP Gas available This attributes to:
3	Comprehensive domestic warranty: 3	Low installation costs
3	10 years heat exchanger (part only) 3	Low running costs
3	2 years parts and labour 3	Hot water independent of electricity supply

Visit www.bosch-climate.com.au for more information or call 1300 30 70 37.



HydroPower

Specifications
Model

Bosch 10H Bosch 13H Bosch 16H

Part Number TF250-8G TF325-8G TF400-8G

Installation External

Ignition Hydro

L/min at 25°C Temperature Rise 10 13 16

Number of bathrooms 1 1 1-2

Min. inlet water pressure (kPa) 30 40 50 

Min. constant water pressure  
for Max. flow (kPa) 60 100 130

Max. inlet water pressure (kPa) 800 800 800 

Max gas consumption Mj/H 79 104 130

Star Rating 5.3 5.2 5.0

Min. Flow (L/min) 3.5 3.5 3.5

Gas Type NG/LPG NG/LPG NG/LPG

Unit Height (mm) 845 845 936 

Unit Width (mm) 405 405 460 

Unit Depth (mm) 265 265 265 

Carton Weight (Kg) 21 22 25

Domestic Warranty

Parts and Labour 2 Years

Heat Exchanger (part only) 10 Years

Pipe Connection Size

Natural gas (NG) 20 mm

LP gas 15 mm

Cold Water 15 mm

Hot Water 15 mm
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Dimensions

10H (mm) 13H (mm) 16H (mm)

A 405 405 460

B 845 845 936

C 533 533 533

D 240 240 240

E 68 68 82

Description  Bosch Part Number 

Bosch 10H External NG TF250-8GNG

Bosch 10H External LPG TF250-8GLP

Bosch 13H External NG TF325-8GNG

Bosch 13H External LPG TF325-8GLP

Bosch 16H External NG TF400-8GNG

Bosch 16H External LPG TF400-8GLP


